
 

(OPM3/D3)         TDS: 004C        Issue: 06         Revised: 10/09/2018        Page 1 of 1 

 

Emulsion GPS35 Xpress 
SILICONE EMULSION 

 
Description 
Emulsion GPS35 Xpress is an emulsion of polydimethylsiloxane (silicone) in water.  
 
 
Applications 
Emulsion GPS35 Xpress is a general purpose silicone emulsion. It can be used as a release agent to prevent moulded parts 
sticking to the mould or charring. The emulsion achieves clean contours and close tolerances and imparts a slightly shiny finish 
to the moulded part. Typical applications include foundries, tyre re-moulding, food packaging manufacture and industrial 
rubber hose production. 
 
Emulsion GPS35 Xpress can be incorporated into water based products such as automotive polishes, furniture polishes and 
leather care products where a high gloss is required. It will improve scratch resistance, add depth of colour and improve water 
repellency. Emulsion GPS35 Xpress can also be utilised in cleaning and rinsing formulations such as automotive wash/wax 
formulations, the emulsion has cleaning properties whilst the residual silicone produces a “beading” wax effect. 
 
Emulsion GPS35 Xpress has a wide variety of uses in the textile industry and is suitable as a spinning lubricant in the manufacture 
of synthetic fibres, particularly polyurethane fibres. The lustre and softness of the finished article is also improved. 
 
Emulsion GPS35 Xpress can be used as a re-texturizing agent during heat-set web-offset printing. It improves the wetting of the 
applicator rollers for a more uniform distribution of silicone onto the web and reduced fly off. 
 
 
Product Features 
Emulsion GPS35 Xpress is stable, water dilutable and offers good release properties, lubricity and gloss. Emulsion GPS35 Xpress 
has a low viscosity that promotes accurate dilution via proportional dosers and more efficient drainage of containers. 
 
 
Method of Use 
Emulsion GPS35 Xpress can be used as delivered or diluted for use depending on the application. Dosage will depend on the 
application and should be determined by trial. 
 
 
Toxicity & Handling 
Emulsion GPS35 Xpress is not classified as hazardous under current CLP regulations. Full details are available in the applicable 
Safety Data Sheet. 
 
 
Storage, Shelf Life & Packaging 
Emulsion GPS35 Xpress has a shelf life of 12 months when stored in original and unopened containers between 5ºC and 30ºC. 
It is available in 25kg, 200kg and 1,000kg packs.  
 
 
Typical Properties 
• Appearance:  Cream white opaque liquid 
• Solids:  32 – 34 % 
 
Please note; these are typical properties only and should NOT be construed or used as a specification for this product. 
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